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RELAY/DIMMER PANEL PART #:  RD-32-S2 

RD PANEL WITH COVERS INSTALLED 

MODULE ACCESS COVER. 

SEE PAGE 2 FOR INTERIOR 

VIEW. 

INPUT POWER ACCESS 

COVER. 

éNET ACCESS COVER WITH-

OUT OPTIONAL EXHAUST 

FANS. SEE PAGE 2 FOR 

INTERIOR VIEW. 

LOCAL USER INTERFACE 

IF EXHAUST FANS ARE REQUIRED 

THEY WILL BE INSTALLED BY TOUCHÉ 

PRIOR TO SHIPPING. 

MODULE ACCESS COVER. 

SEE PAGE 2 FOR INTERIOR 

VIEW. 

OPTIONAL 

TOP/BOTTOM EXHAUST FAN KITS 

(SEE PLANS FOR QUANTITY AND 

TYPE) 
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TOP OF RD PANEL WITH COVERS REMOVED BOTTOM OF RD PANEL WITH COVERS REMOVED 

CABLE TYPES  

LINE ID DESCRIPTION TYPE NOTES 

 ETHERNET CAT 5 (MIN) 
MAXIMUM SEGMENT LENGTH IS 100 

METERS (300’) 

RELAY/DIMMER PANEL PART #:  RD-32-S2 

COMMUNICATION BOARD 

LOCATION 

MODULE INTERFACE 

BOARD 

RELAY/DIMMER 

MODULE 

LOW VOLTAGE CHASE 

FOR éNET WIRES RELAY/DIMMER MODULE 

SEE PAGE 3 FOR DIMMER 

WIRING. 

R
ESET

 

O
FF 

GROUND 

BAR 

MODULE INTERFACE 

BOARD 

INPUT POWER BOARD 

LOW VOLTAGE CHASE 

FOR ÉNET WIRES 

LINE 

120V ONLY 

 

NEUTRAL 
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RELAY/DIMMER PANEL LOAD CONTROL MODULE WIRING 
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PART #:  RD-32-S2 

LEFT SIDE MODULE INSTALLATION RIGHT SIDE MODULE INSTALLATION 

0-10V WIRES TO BE RATED AT 600V OR LUMINAIRE CABLE 

USED. 

0-10V WIRES TO BE RATED AT 600V OR LUMINAIRE CABLE 

USED. 

DIM-010-1CH 

CIRCUIT 

SWITCHED 

LINE 

SWITCHED 

LINE 

NEUTRAL 

SWITCHED LINE 

VOLTAGE 

INPUT 

0-10V INPUT 

RL-1P-120/277-S2 

CIRCUIT 

SWITCHED 

LINE 

NEUTRAL  

SWITCHED LINE 

VOLTAGE 

INPUT 

SWITCHED 

LINE 

SWITCHED 

LINE 

NEUTRAL 

CIRCUIT 

SWITCHED LINE 

VOLTAGE 

INPUT 

CIRCUIT 

SWITCHED 

LINE 

NEUTRAL 

DIM  

DIMMED LINE 

VOLTAGE 

INPUT 

DIM1-2W/3W-120/277 

& DIM1M-2W/3W-120 

(2 WIRE) 

SWITCHED 

LINE 

NEUTRAL 

DIM 

DIMMED LINE 

VOLTAGE 

INPUT 

CIRCUIT 

SWITCHED 

LINE 

NEUTRAL  

SWITCHED LINE 

VOLTAGE 

INPUT 

0-10V INPUT 

CIRCUIT 

SWITCHED 

LINE 

NEUTRAL 

DIM  

DIMMED & 

SWITCHED LINE 

VOLTAGE 

INPUT 

CIRCUIT 

DIM1-2W/3W-120/277 

& DIM1M-2W/3W-120 

(3 WIRE) 

SWITCHED 

LINE 

NEUTRAL 

DIM 

CIRCUIT 

DIMMED & 

SWITCHED LINE 

VOLTAGE 

INPUT 
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NETWORK CONNECTIVITY DIAGRAM PART #:  RD-32-S2 

TO NEXT 

éNET DEVICE 

(AS SHOWN ON 

FLOOR PLANS) 

TO NEXT 

éNET DEVICE 

(AS SHOWN ON 

FLOOR PLANS) 

ROOM 

MANAGER 

PRIMARY éNET PENETRATION 

LOCATION. 

SMAOS 

SMAOS 

CABLE TYPES  

LINE ID DESCRIPTION TYPE NOTES 

 ETHERNET CAT 5 (MIN) MAXIMUM SEGMENT LENGTH IS 100 METERS (300’) 

 SMART CAT 5 (MIN) TOTAL SMARTNET LENGTH NOT TO EXCEED 400’ 

 BRANCH CAT 5 (MIN) TOTAL BRANCH LENGTH NOT TO EXCEED 1000’ 

WS-TS-C 

ROOM B 

ROOM 

MANAGER 

SMAOS 

SMAOS 

WS-TS-C 

ROOM A 


