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MOUNTING

TIPS / NOTES
3.  SMARTNET CABLING - CAT 5 (MINIMUM) CABLE -
CONNECT TO NETWORKED ROOM MANAGER SMARTNET
PORT OR DAISY CHAIN TO NEXT SMART DEVICE - DO NOT
CONNECT TO BRANCH PORTS OR BRANCH DEVICES

   SMART TIME CLOCK MODULE ONLY FUNCTIONS WITH THE
ROOM MANAGER.

STC/STC-PC

1.  STANDARD 4-SQUARE ELECTRICAL BOX (NOT INCLUDED)

2.  SMART TIME CLOCK MODULE

1
2

LABEL LOCATION

FRONT

BACK

GPS ANTENNA

 * ANTENNA PROVIDED
WITH MAGNETIC BACK

MOUNT FACING UP

EXTERIOR
PHOTOCELL

* PHOTOCELL
APPLICABLE FOR

STC-PC ONLY

+12VGNDSIG
PHOTOCELL

PHOTOCELL
CONNECTIONS

ANTENNA WIRE

SIGNAL
GND (-)

12VDC (+)

STC STC PC

3 SYMBOLS AS SHOWN
ON SUBMITTAL AND

CONSTRUCTION
DOCUMENTS



INSTALLATION INSTRUCTIONS
TOUCHÉ LIGHTING CONTROLS

SMART TIME CLOCK CONNECTIVITY PART # STC / STC-PC-S2

Touché Lighting Controls (a Product of ESI Ventures)
A: 2085 Humphrey Street, Fort Wayne, IN 46803 T: 888.841.4356 W: ToucheControls.com Page 2 of 2 v1.8

LED INDICATIONS - GENERAL
DESCRIPTIONLED

COLOR

SOLID RED

BLINKING GREEN

ALTERNATING GREEN
AND BLUE

DEVICE IS CONNECTED TO BRANCH
PORT

INDICATION MEANING

BLINK
NO COMMUNICATION

DAY/NIGHT SIMULATE MODEALT

RECOMMENDATION(S)

DISCONNECT CAT5 FROM BRANCH
PORT AND CONNECT TO SMART PORT

REPLACE CAT5 CABLE CONNECTING
STC/STC-PC TO ROOM MANAGER

LED INDICATIONS - GPS SIGNAL

ALT

DESCRIPTIONLED
COLOR

ALTERNATING BLUE
AND CYAN

BLINKING CYAN

SOLID BLUE

NO GPS SIGNAL

INDICATION MEANING

BLINK
WEAK GPS SIGNAL

STRONG GPS SIGNAL

RECOMMENDATION(S)

USE TOUCHÉ RECOMMENDED GPS
TEST SIGNAL APPLICATION AND MOVE

THE STC/STC-PC TO THE LOCATION
WITH THE BEST GPS SIGNAL STRENGTH

NONE
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GPS ANTENNA WITH
MAGNETIC BACK

GPS ANTENNA CABLE INCLUDED

OPTIONAL
PHOTOCELL

DESCRIPTION NOTESLINE ID TYPE

SMART TOTAL SMARTNET LENGTH NOT TO EXCEED 400'CAT 5 (MIN)

CABLE TYPES

STC STC PC

GPS SIGNAL TEST
APPLICATION

APPLE ANDROID

* GPS SIGNAL TEST APPLICATION IS NOT AFFILIATED WITH TOUCHÉ CONTROLS

SYMBOLS AS SHOWN
ON SUBMITTAL AND

CONSTRUCTION
DOCUMENTS
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